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Description 

The present Invention relates to a re-sealable 
dispenser-container containing wet and dry tissues 
made from natural or synthetic fibers, such as 
tissue, paper, woven or Icnitted fabric, non-woven 
fabric, sheeted and cut cotton layers (cotton balls) 
for make-up and the like. More particularly, the re- 
seaiabie dispenser-container of the present inven- 
tion is suitable for containing sheets of fiber materi- 
als which are wetted with water, toilet water or a 
medicinal liquid. 

Recently, tissues wetted with water, toilet wa- 
ter, medicinal liquid, e.g. disinfectant liquid, and the 
like have been utilized to clean hands or face, or to 
remove make-up. There are many kinds of contain- 
ers for wet tissue, such as boxes and bags. Many 
conventional containers are plastic products made 
by injection moulding or vacuum molding, so that 
the containers are bulky and are not suitable for 
carrying. Further, the cost of producing such con- 
tainers is comparatively high. 

Japanese Laid-open Utility Model Publication 
No.49-4701 8(4701 8/74) discloses a flat container 
made of water-proofing sheet The container Is 
produced by folding the sheet into thirds, having a 
bottom part, a middle part and a top part and then 
bonding l^oth side edges of the bottom part and 
the middfe part. The middle part has an opening 
for taking out contents therefrom, whereas the top 
part acts as a lid for covering the opening and the 
top part has an adhesive layer coated on a surface 
of the top part facing the middle part, along the 
edges of the top part, in a U-shape, The top part is 
re-sealably adhered to the middle part by means of 
the adhesive Fayer. Such a container is portable 
and can be used to contain wet tissues. However, 
this container involves several difficulties. For ex- 
ample, odor of the adhesive infects contents be- 
cause the air inside the container mixes with the air 
between the middle part and the top part, i.e. 
adhesive layer, because of the opening as a result 
the contents changed in odor or quality. It is dif- 
ficult to automatically coat the inside surface of the 
part with adhesive in a U-shape. It Is also difficult 
to form the adhesive layer at a constant position on 
each container, so that a reliably sealing of the top 
part and the middle part is not ensured. The con- 
tainer cannot be made in series production. 

In US-A- 4 156 493 there Is disclosed a re- 
sealable dispenser-container for containing sheet- 
like materials for cosmetic or toilet use comprising: 
a container body made of an impervious sheet-like 
material which wraps around said sheet-like materi- 
als for cosmetic or toilet use; 
the container body being formed in a rectangular 
shape and having at least one opening; 
a flap one end of which is attached to the body at a 



position apart from an end of said opening and 
which has a pressure-sensitive adhesive surface; 
and 

a non-adhesive member made of an impervious 
5 sheet-like material in a size at least the same as 
that of said opening formed on the container body 
and being adhered to the flap at a position cor- 
responding to the opening. 

A drawback of the dispenser-container of US- 
70 A- 4 156 493 consists in that it cannot be continu- 
ously manufactured. More specifically, the 
dispenser-container is formed from discontinuous 
and separate sheet-like material by folding the 
sheet-like material and sealing the three peripheral 
76 edges of the separate sheet-like material. 

SUMMARY OF THE INVENTION 

It is an object of the present invention to pro- 
20 vide a dispenser-container which is able to repeat- 
edly and reliably seal an opening of a main con- 
tainer body for taking out contents therefrom. 

Another object of the present invention is to 
provide a re-sealable dispenser-container in which 
25 the odor of adhesive to be used for sealing does 
not infect contents in the main container body. 

A further object of the invention is to provide a 
re-sealable dispenser-container which Indicates 
whether or not the container has been opened. 
00 It is another object of the invention to provide a 
re-sealable dispenser-container which can contain 
two kinds of contents without any risk of mutual 
contamination. 

Still a further object of the invention is to pro- 
35 vide sheet-like fiber materials for make-up or toilet 
articles, to be contained In a re-sealable portable 
container made of impervious material. 

According to the present invention, a re-seala- 
ble dispenser-container for containing sheet-like 
40 materials for cosmetic or toilet use comprises: 

- an outer flexible container body (1) made of 
two rectangulariy shaped sheets (1a,1b) of 
fluid impervious material; 

- an inner, flexible sheet of fluid impervious 
45 material (9), adapted to the size of each of 

said outer container sheets (la.lb) said inner 
sheet being sealed at its peripheral edges to 
said outer container body to provide a con- 
tainer body having two separate chambers 
50 (11.12) being fluidly isolated from each other, 

one chamber (11 or 12) containing said wet 
tissues and the other chamber (12 or 11) 
containing said dry tissues; 

- said container body (1) comprising an open- 
65 ing formed centrally In each of said rectan- 
gulariy shaped sheets (1a,1b) to provide sep- 
arate access to each of said chambers re- 
spectively, each of said opening being cov- 
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ered by a flap (3,3*) having dimensions great- 
er than said openings (2,2') and having one 
end fixedly attached to said outer container 
body at a position adjacent to and spaced 
from said openings (2,2'); 

- said flaps (3,3*) each having a tab (7,7') at the 
end, opposite to its fixedly attached end; a 
pressure sensitive adhesive coating (4) on 
the surface which faces said container body 
and 

- a non-adhesive nnember (5) independent of 
the container body, permanently attached to 
said adhesive coating and made of a fluid- 
impervious sheet-like materia), said non-ad- 
hesive member (5) being centrally aligned 
with and having dimensions at least equal to 
the dimensions of said openings (2,2'). 

The dispenser-container can be used to con- 
tain a variety of items. I.e. paper, tissue, candy, 
nalies cotton balls etc.. More particularly, the 
dispenser-container of the Invention Is very useful 
as it can contain sheet-like fiber materials such as 
tissue, gauze, paper, woven or knitted fabric, non- 
woven fabric, cotton balls for make-up, and so on, 
and especially suitable for wetted sheet-like fiber 
materials. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Fig. 1 is a perspective view, partly broken 
away to show the interior construction of the 
dispenser-container according to the invention, said, 
container having two Interior compartments. 

Fig. 2 is a perspective sectional view of an- 
other embodiment of the dispenser-container as 
shown in Rg. 1 . 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

The present invention will now be described In 
detail refemng to the accompanying drawings. As 
shown In Fig. 1, a re-sealable dispenser-container 
according to the present invention comprises a 
main container body 1 made of impervious sheet- 
like material and provided with openings 2 and 2', 
flaps 3 and 3' positioned to cover the openings and 
attached to the main body at one end of the flap, 
which flaps have pressure-sensitive adhesive sur- 
faces 4 and 4' facing the main body 1 . and non- 
adhesive members 5 and 5' adhered to the sur- 
faces 4 and 4' at positions corresponding to the 
openings 2 and 2' In the main body 1. 

The non-adhesive member 5 has the same or 
a larger area than the opening 2 and is positioned 
so as to substantially cover the opening 2 when the 
flap 3 Is closed, that Is, when the whole of the flap 
3 contacts the main body 1 and the pressure- 



sensitive adhesive surface 4 adheres to the main 
body, so that the non-adhesive member 5 can 
close the opening 2. Therefore, the non-adhesive 
member, I.e. closing member 5 prevents the adhe- 

5 sive surface 4 from directly contacting the contents 
accomodated In the main body 1. The contents can 
be kept clean and the odor of the adhesive does 
not Infect the contents. The dispenser-container of 
the invention can be used to contain various things, 

70 and the container is very suitable for containing 
things which should be kept clean or hygienic, 
such as something to eat, wetted gauze or tissue 
or cotton balls used for disinfecting or for make-up 
or for removing make-up and so on. 

15 The shape of the openings 2 and 2' can be 
appropriately modified, such as circle, rectangle, 
diamond shape, ellipse, and the like. 

A main container body 1 is a film made of 
synthetic resins such as polyethylene, polyester, 

20 polypropylene, polyvinyl chloride, polyamide, ace- 
tate, cellophane, and etc., and the film may be 
single layer or a laminated layer. The film may be 
a laminated layer of the above-mentioned film ma- 
terials and aluminium sheet. The main container 

25 body as shown In Fig. 1 Is a flat bag. Such bag is 
made of three superimposed sheets by bonding 
longitudinal edges 10 of the sheet and then bond- 
ing both transverse end edges 6. Bonding edges of 
film may be carried out by heat-sealing, ultrasonic 

30 sealing or high-frequency sealing. 

The flaps 3 and 3' may be made of the same 
material as mentloned-above in connection with the 
main container body. The flaps 3 and 3' may be 
fixed to the main body 1 by means of heat-sealing, 

36 ultrasonic sealing, high-frequency sealing, or adhe- 
sive bonding. The fixing means is appropriately 
selected in accordance with the material used for 
. the main body 1. The flaps 3 and 3" have larger 
areas than the openings 2 and 2' in the main body 

40 1 in order to completely cover the opening. The 
flaps 3 and 3' may be in various shapes such as a 
circle, a rectangle, an ellipse, a racing track shape, 
and so on. The inside surfaces of the flaps 3 and 3' 
facing the main container body 1 are coated with a 

4S pressure-sensitive adhesive such as a acrylic adhe- 
sive, rubber adhesive, polyester adhesive, 
polyolefin adhesive, and the like, which adhesive 
may be coated by means of roller coating, knife 
coating or or spray coating. The flaps 3 and 3' and 

50 the closing member 5 can be transparent, so that 
the contents of the container can be seen. 

The flaps 3 and 3' may be provided with pro- 
jecting parts 7 and 7' at the free end and thereof in 
order to easily pick up the flap with the fingers to 

55 open the flap. Preferably the projecting parts 7 and 
T are not coated with adhesive. 

The closing member 5 is preferably made of a 
comparatively flexible film or synthetic resins such 
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as poiyethylene, polypropylene, polyamide, poly- 
vinyl chloride, and the like. 

The main body 1 is provided with a partition 9 
In its interior. The partition 9 divides the interior of 
the nnain body 1 Into two spaces 11 and 12, each 
space 11, 12 having an opening 2. A flap 3 with a 
non-adhesive closing member 5 is provided to cov- 
er each opening 2. The partition 9 is made of a film 
of synthetic resins as used for a main body 1. and 
preferably the circumference of the partition 9 on 
both sides may be coated with a hot-melt adhesive 
having a lower melting point than the main body, 

Rg. 2 is a perspective sectional view of a 
dispenser-container as shown In Fig. 1, and illus- 
trate the state of the main body before use, a flap 3 
being provisionally opened. In this embodiment a 
non-adhesive closing member 5 Is located within 
the main body 1. 

Regarding the embodiments as shown in Figs. 
1 and 2. contents to be accomodated in the interior 
of a main container body 1 are preferably con- 
tained before completion of the forming of the 
dispenser-container from one or more sheet-lilce 
materials, i. e. before sealing the edges of a sheet 
or sheets longitudinally and transversely. 

According to the present invention, a r&-seala- 
ble dispenser-container can be produced according 
to a method as described In detail In European 
patent specification 80 107 516.9 

Claims 

1. A re-sealable dispenser-container containing 
wet and dry tissues, said container comprising: 

- an outer flexible container body (1) made 
of two rectangularly shaped sheets 
(1a,1 b) of fluid impervious material; 

- an inner, flexible sheet of fluid impervi- 
ous material (9). adapted to the size of 
each of said outer container sheets 
(1a,1b), said Inner sheet being sealed at 
its peripheral edges to said outer con- 
tainer body to provide a container body 
having two separate chambers (11,12) 
being fluidly isolated from each other, 
one chamber (11 or 12) containing said 
wet tissues and the other chamber (12 or 
11) containing said dry tissues; 

- said container body (1) comprising an 
opening fomned centrally In each of said 
rectangularly shaped sheets (1a,1b) to 
provide separate access to each of said 
chambers respectively, each of said 
opening being covered by a flap (3,3*) 
having dimensions greater than said 
openings (2,2*) and having one end 
fixedly attached to said outer container 
body at a position adjacent to and 



spaced from said openings (2,2'); 

- said flaps (3,3') each having a tab (7,7*) 
at the end, opposite to its fixedly at- 
tached end; a pressure sensitive adhe- 

5 sive coating (4) on the surface which 

faces said container body and 

- a non-adhesive member (5) Independent 
of the container body, pemnanently at- 
tached to said adhesive coating and 

70 made of a fluid-impervious sheet-like ma- 

terial, said non-adhesive member (5) be- 
ing centrally aligned with and having di- 
mensions at least equal to the dimen- 
sions of said openings (2,2'). 

75 

Revendications 

1. Recipient distrlbuteur rescellabte contenant 
des tissus humect^s et sees, ledit recipient 
20 comprenant : 

- un corps de recipient exterieur flexible 
(1) form^ de deux feuilies (la, lb) de 
fomne rectangutaire en matiere imper- 
meable aux f luides ; 

25 - une feuille Interieure flexible (9) en ma- 

tiere Impermeable aux f luides adaptee a 
la dimension de chacune desdites feuil- 
ies ext^rieures (la, lb) du recipient, ladl- 
te feuille interieure etant scellee le long 

30 de ses bords peripherlques sur iedit 

corps exterieur du recipient pour former 
un corps de recipient possedant deux 
chambres separees (11. 12) qui sent Iso- 
lees Tune de Tautre en ce qui concerne 

35 le passage des f luides, une chambre (11 

ou 12) contenant lesdits tissus humect§s 
et Pautre chambre (12 ou. 11) contenant 
lesdits tissus sees ; 

- ledit corps (1) du recipient comprenant 
40 une ouverture fonmee en position centra- 

le dans chacune desdites feuilies (la, 1b) 
de forme rectangulaire pour donner ac- 
ces separe h chacune des chambres 
respectlvement, chacune desdites ouver- 

45 tures etant recouverte par un volet (3, 3') 

ayant des dimensions sup^rieures h cel- 
les desdites ouvertures (2, 2*) et ayant 
une extremite fixee audit corps exterieur 
du recipient par une liaison fixe, dans 

50 une position adjacente auxdites ouvertu- 

res (2, 2') et espacee de ces ouvertures ; 

- .lesdits volets (3, 3') possedant chacun 
une patte (7, 7') a I'extremite qui est a 
i'oppos6 de ladite extremity fix^e par une 

55 liaison fixe : 

' un revetement (4) d'adhesif sensible a la 
pression sur la surface qui regarde vers 
ledit corps du recipient ; et 
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un element non adhesif (5) independant 
du corps du recipient.fixe audit revete- 
ment adhesif par une liaison permanente 
et fait d'une matiere du type en feullle 
impernneable aux fluides, ledit element 
non adhesif (5) etant aligne en position 
centrale sur lesdites ouvertures (2. 2') et 
ayant des dimensions au moins egales 
celles desdites ouvertures. 



Anspruche 



nungen (2,2') mindestens gleich sind. 
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1. Wiederverschllefibarer Ausgabebehalter. der 
feuchte und trockene Tucher enthalt. mit: 

- einem 3u0eren fiexiblen Beh3lterlcdrp6r 76 
(1) aus zwei rechtwinkiig geformten BlSt- 

tern (1a,1b) aus fOr FIGssigkeit undurch- 
I3sslgem Material; 

- einem inneren, fiexiblen Blatt aus ftlr 
RQssigkeit undurchlassigem Material (9). 20 
das der Grofie eines jeden der auBeren 
Behalterblatter (1a.ab) angepafit ist, wo- 

bei das innere Blatt an seinen peripheri- 
schen Kanten mit dem auBeren Behalter- 
korper versiegelt ist, unter Ausblldung el- 25 
nes Behalterkorpers mit zwei separaten 
Kammern (11,12). die flussigkeitsdicht 
voneinander Isoliert sind. wobel eine 
Kammer (11 Oder 12) die feuchten Tu- 
cher und die andere Kammer (12 oder 30 
1 1 ) die trockenen Tucher enthalt; 

- der Behalterkorper (1) eine Offnung auf- 
weist, die zentral in jedem der rechtwin- 
kiig geformten Blatter (la.lb) erzeugt 
worden ist, um einen separaten Zutritt zu 35 
jeder der Kammern zu ermoglichen. wo- 
bel jede Offnung von einer Lasche (3,3*) 
bedeckt ist die grdflere AusmaiSe als die 
Offnungen (2,2') aufweisen, und ein Ende 

der Laschen fast mit dem aufleren Be- 4o, 
haiterkQrper In einer Position angrenzend 
an und im Abstand von den Offnungen 
(2,2') verbunden Ist; 

- die Laschen (3.3') jeweils am Ende, das 
dem test fixierten Ende gegenuberliegt. 

. eine Abgreifstelle (7,7') und eine druck- 
empfindliche Klebstoffbeschichtung (4) 
auf der Oberflache, die dem Behalterkor- 
per gegenQberliegt, aufweisen und 

- einen nicht-klebenden Teil (5) unabhan- 
gig von dem Behalterkorper, das perma- 
nent auf der Klebstoffbeschichtung sitzt 
und aus einem fur Fiussigkelt undurch- 
lassigen blattfdrmigen Material herge- 
stellt worden ist, wobel das nicht-kleben- 55 
de Teil (5) zentral mit den Offnungen 
(2,2') ausgerlchtet ist und Dimensionen 
aufweist, die den Dimensionen der Off- 
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